
CALIFORNIA REGIONAl WA:rER QUAI,ITY CDN'rROL BOARD
SAN l"RANCISCD BAY REGION

ORDER NO. 83-51
NPDES !\1Q. CA0005657

WASTE DISCHARGE REQUIREMEN'rs FOR:

PACIFIC GAS AND ELECTRIC COMPANY
POTRERO POWER PLANT
SAN FRANCISCO, SAN FRAl\lCISCO CDUNTY

The California Regional Water Quality Control Board, San Francisco Bay
Region, (hereinafj:er Board) finds that:

GPJ1eral Findings

1. Pacific Gas and Electric Canpany, Hunters Point Power Plant
(hereinafter discharger) was issued Regional Board Order No. 76-61
(which was amended by Order No. 78-68), an NPDES Permit prescribing
waste discharge requirements for the discharge for the Potrero steam
electric generating power plant. This permit expired on May 1, 1981,
but has remained in effect pursuant; to Federal regulations pending the
promulgation by the Federal Environmental Protection Agency of
effluent limitation guidelines for steam electric power plants. These
guidelines were published on November 19, 1982 in the Federal
Register. The Discharger filed an Application received February 20,
1981 for re-issuance of the NPDES Permit, and has subseguently amended
the Application.

2. The report of waste discharge describes the existing discharge as
follows (see flow schematic in Attachment A):
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'rJ1e discharge structure is located on the San Francisco Bay shore, by
Warm Water Cove, north of Islais Creek Channel.

3. 'I'he Discharger also wi t.hdraws wat.er from the San Fr'anci.aco Bay for the
once-through cooling of its steam elect.ric generating unit.
Circulat.ing cooling water for the steam elect.ric generating w1it. is
drawn from the int.wce and passes t.hrough bar racks and screens. The
design approach and through-screen velocities are as follows:
































